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Ever since JCB was founded by Joseph Cyril Bamford in a 

small garage in Staffordshire in 1945, we’ve had a reputation 

for quality and innovation. Of course we’ve grown a bit since 

then – to employ over 10,000 people across 4 continents – 

but those two key characteristics remain at the heart of 

everything we do.

They’re certainly epitomised in each and every one of the 

300+ products in our range, along with virtues like efficiency, 

productivity, performance and safety. As such, JCBs are 

prized assets in every imaginable sector, including 

construction, engineering, road building, logistics and waste.

We enjoy a similarly broad spread when it comes to 

manufacturing and sales. Our machines are built at cutting 

edge engineering facilities everywhere from Britain to 

Germany, China, North America and India. With a new 

£63m Brazilian factory, a £40m development of our radical 

new skid-steer loaders in the USA, and an £80m investment 

in our award-winning new EcoMAX T4i/IIIB engine, we’re 

still expanding too. Our products are sold and supported by  

a network of 2,000 dealer depots to over 150 countries 

worldwide, and JCB is global market leader in vehicles like 

backhoe loaders and telescopic handlers.

Perhaps this is because JCB has always believed in using only 

the most advanced technology, components and processes, 

complemented by meticulous design and rigorous testing. It’s 

this pursuit of excellence that led us to set the diesel world 

land speed record of 350.092mph. It’s a record we still hold.

JCB’s parts support is also rather rapid: our state-of-the-art 

global network dispatches more than a million genuine parts 

and attachments every week, aiming to deliver anywhere on 

the planet within 24 hours.

Backing everything up is our world-renowned customer 

service network – the customer really is the focus of 

everything we do. So you can trust JCB to be there for  

you, wherever on Earth you may be.
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compact EXCAVATORS

Our class-leading compact  
excavators are designed to excel  
in comfort, controllability, 
reliability, serviceability and 
performance. You can therefore 
expect durable engines, strong  
dozer blades, POWERFUL DIG ENDS, 
precision hydraulic valve blocks  
and much more.
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Unearthed: key fact 
Our zero tailswing (ZTS) mini diggers 
are easier to operate in confined spaces 
than conventional tailswing (CTS) 
models, but they still have bucketloads  
of stability and power.



COMPACT EXCAVATORS

8008 CTS 8010 CTS 8014 CTS 8016 CTS 8018 CTS 8020 CTS 8025 ZTS/LC 8026 CTS
Operating weight standard dipper kg 950 1110 1634 1657 1822 2067 2806 / 2833 2867

Gross engine power hp/kW 12/9 18.5/13.8 19.7 / 14.7 19.7 / 14.7 19.7 / 14.7 19.7 / 14.7 28 / 20.9 24.7 / 18.4

Standard dipper length mm 880 800 1161 1161 1161 1261 1100 1300

Dig depth mm 1690 1915 2271 2271 2343 2504 2580 / 2452 2740

Ground level reach mm 3110 3090 3974 3974 4073 4252 5691 / 4425 4660

Dump height mm 1980 1790 2531 2531 2628 2779 3158 / 2707 3220

Fuel tank capacity ltr 11.5 11.5 23.5 23.5 23.5 23.5 40 56

Bucket tearout kN 9.3 10.8 13.5 16.2 16.2 19 24 23

Dipper tearout kN 4.6 8.34 7.1 7.1 9.2 9.6 15 17

Pump flow ltr/min 2 x 11.2 2 x 12 43.6 43.6 43.6 55.4 102 96

Machine width mm 700 to 865 700 to 1000 1000 1000 1000 – 1340 1002 – 362 1550 1550

8030 ZTS 8035 ZTS 8040 ZTS 8045 ZTS 8050 RTS/ZTS 8055 RTS/ZTS 8065 RTS 8085 ZTS
Operating weight standard dipper kg  3217 3651 4300 4750 5235 / 4930 5500/5177 6584 8026

Gross engine power hp/kW  28 / 20.9 31.6 / 23.6 46.4 / 34.1 46.4 / 34.1 46.4 / 34.1 46.4 / 34.1 54.3 / 40.5 57.6 / 43

Standard dipper length mm  1300 1525 1525 1725 1900 1900 1900 2000

Dig depth mm  2794 3179 3341 3542 3764 3764 4068 4195

Ground level reach mm  4901 5315 5613 5844 6025 6025 6514 6887

Dump height mm  3205 3482 3843 3977 4102 4102 4271 4580

Fuel tank capacity ltr 40 40 68 68 68 68 73 103

Bucket tearout kN  28 32 37.1 42.2 42.2 42.2 41.1 50.0

Dipper tearout kN  17 20 23 26.1 23.75 27.8 29.7 36.0

Pump flow ltr/min  102 110 169 169 169 163 163 170

Machine width mm 1650 1750 1980 1980 1980 2000 2000 2300
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Tracked EXCAVATORs

JCB’s latest large tracked 
excavators offer strength, 
performance and productivity 
without compromise. Boasting 
much improved efficiency (and, 
with it, earning power) over 
outgoing models, our new 
machines also have all-new cabs 
and electronics. You can choose 
from a variety of trim levels too.
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Unearthed: key fact 
Application specific models include high 
output ME (Mass Excavation), heavily 
protected XD (Extra Duty), industry-
specific HRD (High Reach Demolition) 
and long reach models.



TRACKED EXCAVATORS
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JS115 JS130 JS145 JS160 JS180 JS190 JS200
Operating weight tonnes 11.8 – 12.2 12.7 – 13.2 13.9 – 15.0 16.9 – 18.4 18.8 – 19.9 19.4 – 20.5 19.8 – 21.2

Gross engine power kW (hp) 81 (109) 81 (109) 81 (109) 93 (125) 93 (125) 93 (125) 128 (172)

Dipper options m 1.95 / 2.25 / 2.83 2.1 / 2.5 / 3.0 2.1 / 2.5 / 3.0 2.25 / 2.7 / 3.05 2.25 / 2.7 / 3.05 2.25 / 2.7 / 3.05 1.91 / 2.4 / 3.0

Undercarriage options LC / LC DOZER LC / LC DOZER LC / LC DOZER / HD LC / NLC LC / NLC LC / NLC NLC / SC / LC

Machine variants MONO MONO MONO / TAB / LONG REACH MONO / TAB MONO / TAB / LONG REACH MONO / TAB MONO

Max. dipper tearout kN 54.3 65.5 65.5 86.0 86.0 86.0 143.0

Max. bucket tearout kN 92.0 92.0 92.0 116.0 116.0 116.0 155.0

Pump flow ltr/min 2 x 112 2 x 124 2 x 124 2 x 164 2 x 164 2 x 140 2 x 214



TRACKED EXCAVATORS
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JS210 JS220 JS235HD JS240 JS260 JS290 JS330
Operating weight tonnes 21.0 – 21.7 21.1 – 23.5 24 24.2 – 24.6 25.4 – 27.2 30.4 – 31.2 32.0 – 34.7

Gross engine power kW (hp) 128 (172) 128 (172) 128 (172) 140 (188) 140 (188) 161 (216) 212 (281)

Dipper options m 1.91 / 2.4 / 3.0 1.91 / 2.4 / 3.0 1.91 / 2.4 / 3.0 2.0 / 2.44 / 3.09 / 3.53 2.0 / 2.44 / 3.09 / 3.54 2.5 / 3.1 / 3.7 2.21 / 2.63 / 3.23 / 4.03

Undercarriage options LC NLC / SC / LC LC NLC / SC / LC NLC / SC / LC NLC / LC LC / NLC

Machine variants MONO MONO/TAB/XD/LONG REACH MONO / TAB MONO MONO/TAB/XD/LR MONO/XD MONO/TAB/XD/ME/LR/HRD

Max. dipper tearout kN 143.0 143.0 143.0 179.0 179.0 164.0 199.0

Max. bucket tearout kN 155.0 155.0 155.0 192.0 192.0 226.0 191.0

Pump flow ltr/min 2 x 214 2 x 214 2 x 214 2 x 226 2 x 226 2 x 250 2 x 290

JS360 JS460
Operating weight tonnes 36.5 – 38.0 44.7 – 46.4

Gross engine power kW (hp) 212 (281) 228 (306)

Dipper options m 2.21 / 2.63 / 3.23 / 4.03 2.5 / 3.36 / 4.0

Undercarriage options LC / NLC LC

Machine variants MONO/TAB/XD/ME/LR/ HRD MONO

Max. dipper tearout kN 254.0 250.9

Max. bucket tearout kN 268.0 295.3

Pump flow ltr/min 2 x 310 2 x 346

JZ140 JZ235 JZ255
Operating weight tonnes 14 – 15.9 23.2 – 23.7 24.4 – 24.8

Gross engine power kW (hp) 92 (123) 128 (172) 128 (172)

Dipper options m 2.1 / 2.5 / 3 1.91 / 2.4 / 3 1.91 / 2.4 / 3

Undercarriage options LC / LC DOZER LC / LC DOZER LC / NLC / NLC DOZER

Machine variants MONO / TAB / HD MONO / TAB MONO / TAB

Max. dipper tearout kN 7515 13450 13450

Max. Bucket tearout kN 9375 14550 14550

Pump flow ltr/min 2 x 124 2 x 208 2 x 208



TRACKED EXCAVATORS
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Wheeled EXCAVATORs

Designed to maximise productivity 
and safety, wheel excavators like 
our JS145W also provide great 
manoeuvrability and versatility. 
Peak power and torque are 
produced at low revs and,  
to extend uptime, there are 
countless durability and 
maintenance-saving features.
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Unearthed: key fact 
We offer an optional hydraulic or fixed 
raised cab for maximum visibility.



JS145W JS160W JS175W JS200W JS20MH
Operating weight kg 14645 17320 17520 22809 20680

Gross engine power kW (hp) 93 (125) 93 (125) 128 (172) 128 (172) 93 (125)

Max. dig depth mm 5675 6451 6451 6370 2893

Max reach at ground level mm 8585 9163 9163 9850 8806

Max loadover height mm 7400 7174 7174 6980 10606

Travel speed (high) km/h 30 30 30 30 30

Machine variants MONO / TAB MONO / TAB MONO / TAB MONO / TAB MH/SH

Max. dipper tearout kN 93 108 108 174 N/A

Max. bucket tearout kN 82 105 105 125 N/A

wheeled EXCAVATORS
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backhoe loaders

It’s no wonder almost half of  
all backhoes worldwide are 
JCBs. Our latest models benefit 
from a raft of efficiency features 
like the new JCB EcoMAX T4i/IIIB 
engine, for fuel savings of up to 
9%. They’re also available in a 
wide range of options to tailor 
your machine to any job.
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Unearthed: key fact 
Over half a million backhoe loaders have 
been built and sold in over 120 countries.



Backhoe Loaders

1cx MIDI CX 2CX 2CX SUPER 2CX STREETMASTER 2CX AIRmaster 3CX 3CX SM
Operating weight kg 3254 4070 5900 6150 6300 6300 7370 8070

Gross engine power kW (hp) 49 (36.3) 37.3 (50) 55 (75) 55 (75) 55 (75) 53.8 (73) 55 (74) 55 (74) or 68 (91)

Dig depth ret/ext m 2.55 / 3.05 3.04 3.02 or 3.67 / 3.02 3.59 or 4.24 / 3.59 3.02 or 3.67 / 3.02 3.02 or 3.67 / 3.02 4.24 4.25 / 5.46

Steer mode Skid Steer 2WS 4WS 4WS 4WS 4WS 2WS 2WS

Loader shovel breakout kgf 2350 2595 3600 3600 3600 3600 6170 6531

Maximum loader shovel capacity m³ 0.28 0.45 0.6 0.6 0.6 0.6 1.0 1.0

Maximum dipper tearout ret / ext  kgf 1488 2063 1733 / 2284 1970 / 2487 1733 / 2284 N/A 3217 3225 / 2255

Maximum bucket tearout kgf 2350 2733 4200 4200 4200 N/A 6324 6228

Optimum pump flow l/min 45/100 72 81 81 81 81 165 165

3CX SUPER 3CX SUPER SM 3CX CONTRACTOR 4CX 4CX SM 4CX SUPER 4CX SUPER SM 4CN 4CX WM
Operating weight kg 7855 8258 8176 8152 8599 8130 8880 8660 9760

Gross engine power kW (hp) 68 (91) 68 (91) 81 (109) 81 (109) 81 (109) 81 (109) 81 (109) 81 (109) 81 (109)

Dig depth ret/ext m 4.37 4.37 / 5.58 4.24 / 5.46 4.32 4.32 / 5.53 4.98 4.98 / 6.14 5.191 4.98 / 6.12

Steer mode 4WS 4WS 2WS 4WS 4WS 4WS 4WS 4WS 4WS

Loader shovel breakout kgf 6227 6590 6531 6227 6590 6590 6590 6590 6590

Maximum loader shovel capacity m³ 1.0 1.0 1.0 1.3 1.3 1.3 1.3 1.3 1.3

Maximum dipper tearout ret / ext  kgf 3217 3225 / 2255 3903 / 2729 3893 3903 / 2729 3713 3722 / 2675 3893 2675 / 3722

Maximum bucket tearout kgf 6324 6228 6228 6228 6228 6228 6228 6929 5387 / 6230

Optimum pump flow l/min 165 165 165 165 165 165 165 165 165
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Compact wheel loading shovels

When you’re working in 
confined spaces, you want 
wheel loading shovels that 
are small, manoeuvrable and 
versatile like this trio. These 
compact JCBs each boast 
hydrostatic transmission,  
all-wheel drive, pivot steer, 
excellent ground clearance,  
and low height over cab.

403 406 409
Maximum operating weight kg 2155 5082 5924

Maximum gross engine power kW (hp) 28 (37.6) 46 (62) 56 (75)

Shovel capacity m³ 0.3 0.76 1.0

Full turn tipping load kg 838 3330 3914

Payload kg 419 1650 1957

Maximum breakout force kN 20.5 41.9 53.8

Dump height @ 45º mm 2167 2489 2619

Construction range14

Unearthed: key fact 
The powerful JCB 409 has an 
impressive 20km/h roading speed  
(with an optional 40km/h upgrade).



COMPACT wheel loading shovels

15Construction range



Wheel loading shovels

The latest JCB wheel loading 
shovels move more material for 
less fuel. We equip them with 
only the finest components for 
ultimate performance. As a 
result, they really answer your 
need for machines that are 
safe, efficient, ergonomic,  
easy to maintain, productive,  
powerful and reliable.

Construction range16

Unearthed: key fact 
We’ve redesigned the cab and operator 
environment of our large wheel loading shovels 
for ultimate comfort and productivity.



wheel loading shovels

411 411 High Lift 416 416 High Lift
416 Super 
High Lift

427 HT 427 HT High Lift 427 ZX

Maximum operating weight kg 8528 8808 9485 9679 9785 13038 13291 13053

Maximum gross engine power kW (hp) 74 (100) 74 (100) 97 (130) 97 (130) 97 (130) 118 (158) 118 (158) 118 (158)

Shovel capacity m³ 1.4 1.4 1.7 1.7 1.7 2.4 2.4 2.4

Full turn tipping load kg 5990 4866 6223 5290 4311 7944 6633 8051

Payload kg 2995 2433 3112 2645 2156 3972 3316 4025

Maximum breakout force kN 68 68 92 92 92 123 123 129

Dump height @ 45º mm 2582 2716 2678 2888 3526 2860 3290 2878

437 HT 437 HT High Lift
437 HT Super 

High Lift
437 ZX 457 HT

457 HT Super 
 High Lift

457 ZX 457 ZX High Lift

Maximum operating weight kg 14851 15322 15875 15313 20499 21399 19302 19713

Maximum gross engine power kW (hp) 129 (173) 129 (173) 129 (173) 129 (173) 186 (250) 186 (250) 186 (250) 186 (250)

Shovel capacity m³ 2.7 2.7 2.7 2.7 3.5 3.5 3.5 3.5

Full turn tipping load kg 9436 7171 5841 9055 12776 8241 12992 9692

Payload kg 4718 3583 2920 4528 6388 4121 6496 4846

Maximum breakout force kN 134 134 134 162 145 145 154 154

Dump height @ 45º mm 2883 3537 4100 2833 3027 3993 2845 3416

17Construction range



Telescopic wheel loading shovels

JCB’s telescopic wheel loaders 
provide supreme versatility in 
space-restricted areas. To that 
end, they feature the most 
comfortable, productive and  
safe operating position, superb 
tractive effort, permanent four-
wheel drive, flow-sharing 
hydraulics and much more.

TM180 TM220 TM320WM
Operating weight kg 5610 6080 7930

Maximum gross engine power kW (hp) 46 (62) 56 (75) 93 (125)

Lift capacity kg 1800 2200 3200

Lift height mm 4534 4562 5200

Maximum forward reach mm 3041 3107 2950

Lift capacity at full reach kg 1100 1250 1750

Maximum breakout force kN 40.6 48.9 61.3
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Unearthed: key fact 
An oscillating ±10° centre joint provides 
constant ground contact for excellent 
tractive effort.



Telescopic wheel loading shovels
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compact telescopic handlers

The JCB telehandler range 
embodies the very highest levels 
of performance and productivity. 
From the revolutionary 515-40 to 
the 527-55, these small Loadalls 
are blessed with extraordinary 
versatility and manoeuvrability 
for tackling even the most 
confined spaces.

Unearthed: key fact 
The 515-40 has a revolutionary offset single-spine 
chassis, which makes it incredibly versatile. 
Essentially, it’s a skid steer, wheel loading shovel 
and forklift in one compact package.
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COMPACT TELESCOPIC HANDLERS

515-40 520-40 520-50 524-50 527-55
Maximum lift height mm 4000 4035 5000 5300 5600

Maximum lift capacity kg 1500 2000 2000 2400 2700

Maximum forward reach mm 2535 2590 2820 2900 3300

Lift capacity at full reach kg 750 1000 750 1250 1250

Overall height mm 1800 1970 2120 2100 2100

Overall width over tyres mm 1560 1560 1840 2000 2000

Overall length to front carriage mm 3230 3380 3590 3900 4000

Turn radius over tyres mm 2800 3050 3100 3000 3000

Total weight (unladen) kg 3421 4400 4870 5500 5650

Tyres 255-10.0/75-15.3 12x16.5 10ply 10.5x8 10PR 12.5/80x18 12.5/80x18

Engine (gross) hp (kW) 51(37.5) 49 (36.3) 74 (55) 74 (55) 74 (55)
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TELESCOPIC HANDLERS

JCB has been pioneering the telehandler 
concept since 1977, and we’ve remained 
the world’s first choice for  
good reason. Our latest  
Loadalls are built for  
total productivity, boasting  
high performance, low  
running costs, top  
build quality, versatility  
and high residuals.

Unearthed: key fact 
The loadall chassis levelling option offers 
±9º of chassis oscillation for operation on 
uneven terrain.
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TELESCOPIC HANDLERS

527-58 531-70 541-70 535-95 533-105 535-125 HIVIZ
Maximum lift height mm 5800 7000 7000 9500 10220 12300

Maximum lift capacity kg 2700 3100 4100 3500 3300 3500

Maximum forward reach mm 3000 3700 3700 6520 6830 8100

Lift capacity at full reach kg 1250 1250 1500 500 1000 1150

Overall height mm 2000 2490 2490 2490 2490 2590

Overall width over tyres mm 2040 2230 2230 2290 2290 2350

Overall length to front carriage mm 4420 4990 4990 4990 5380 5800

Turn radius over tyres mm 3150 3700 3700 3700 3700 3750

Total weight (unladen) kg 5000 7060 7850 8215 8850 9720

Tyres 308/75xR50 15.5/80-24 15.5/80-24 15.5/80-24 15.5/80-24 15.5/80-24

Engine (gross) hp (kW) 85 (63) 75 (55) 109 (81) 75 (55) 75 (55) 75 (55)

Engine (optional) hp (kW) 100 (74.2) 109 (81) – 109 (81) 109 (81) 109 (81)

535-140 hiviz 540-140 540-170 540-200 550-80
Maximum lift height mm 13800 13800 16700 20000 8100

Maximum lift capacity kg 3500 4000 4000 4000 4990

Maximum forward reach mm 9700 9250 12500 15900 4470

Lift capacity at full reach kg 1250 1250 600 200 1500

Overall height mm 2590 2590 2690 2718 2590

Overall width over tyres mm 2350 2350 2440 2439 2420

Overall length to front carriage mm 6230 6250 6360 6813 5270

Turn radius over tyres mm 3750 4100 4100 4100 4250*

Total weight (unladen) kg 10880 11090 12060 12985 10150

Tyres 15.5/80-24 15.5/80-24 15.5/80-24 440/80-24 480/80R26

Engine (gross) hp (kW) 75 (55) 75 (55) 109 (81) 100 (74) 125 (93)

Engine (optional) hp (kW) 109 (81) 109 (81) / 125 (93) 125 (93) N/A N/A
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SKid Steer LOADERS

Not content with revolutionising 
countless other construction 
machines, we redefined the skid 
steer loader concept too. Our 
unique single-boom side-entry 
design improves safety, allows a 
larger cab, boosts visibility by 60%, 
and increases productivity by 21%.

Unearthed: key fact 
JCBs are the most efficient skid steers on the 
market, with up to 16% better fuel consumption 
than rival products.

Construction range24



SKID STEER LOADERS

SMALL PLATFORM 135 155 175 190 205
Operating weight kg 2752 2844 3011 3127 3237

Engine model 404D-22 404D-22T 404D-22T 404D-22T 404D-22T

Gross horsepower kW (hp) 35.7 (47.9) 44.7 (59.9) 44.7 (59.9) 44.7 (59.9) 44.7 (59.9)

Gross torque Nm 143 189 189 189 189

Rated operating capacity kg 612 703 794 862 930

Tipping load kg 1356 1406 1587 1723 1859

Loader lift force kg 1440 1770 1570 1570 1570

Bucket breakout force kg 1820 1820 2140 2140 2140

Auxiliary hydraulic flow lpm 70 70 70 70 70

High flow lpm N/A 100 100 100 100

Single speed / two speed kph 12 / n/a 12 / 18.5 12 / 18.5 12 / 18.5 12 / 18.5

LARGE PLATFORM 225 260 280 300 330
Operating weight kg 3579 3705 3767 4067 4203

Engine model JCB DIESELMAX TC-55 JCB DIESELMAX TC-55 JCB DIESELMAX TC-55 JCB DIESELMAX TC-68 JCB DIESELMAX TC-68

Gross horsepower kW (hp) 55 (74) 55 (74) 55 (74) 68.6 (92) 68.6 (92)

Gross torque Nm 362 362 362 408 408

Rated operating capacity kg 1021 1179 1271 1360 1495

Tipping load kg 1982 2471 2543 2732 2989

Loader lift force kg 2669 2669 2669 2634 2634

Bucket breakout force kg 2585 2585 2585 3260 3260

Auxiliary hydraulic flow lpm 87 87 87 87 87

High flow lpm 135 135 135 135 135

Single speed / two speed kph 10.9 / 20 10.9 / 20 10.9 / 20 10.9 / 20 11.7 / 21.7
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compact track loaders

JCB’s unique PowerBoom design 
has revolutionised the compact 
track loader. Because operators 
can now enter and leave the 
machine via a side door, sites are 
safer and work can be done 
quicker. Further benefits include 
an unparalleled 270˚ of visibility, 
and a cab that’s larger than 
Those of our rivals.
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Unearthed: key fact 
A JCB compact track loader has up to 60% 
greater field of vision than its competitors.



SMALL PLATFORM 150T 190T 205T
Operating weight kg 3652 3717 3889

Engine model 404D-22T 404D-22T 404D-22T

Gross horsepower kW (hp) 44.7 (59.9) 44.7 (59.9) 44.7 (59.9)

Gross torque Nm 189 189 189

Rated operating capacity 35% kg 681 862 930

Rated operating capacity 50% kg 983 1231 1328

Tipping load kg 1966 2462 2656

Loader lift force kg 1770 1570 1570

Bucket breakout force kg 1820 2140 2140

Auxiliary hydraulic flow lpm 70 70 70

High flow lpm 100 100 100

Single speed / two speed kph 10.0 / 12.6 10.0 / 12.6 10.0 / 12.6

LARGE PLATFORM 225T 260T 300T 320T
Operating weight kg 4605 4850 5080 5220

Engine model JCB DIESELMAX TC-55 JCB DIESELMAX TC-55 JCB DIESELMAX TC-68 JCB DIESELMAX TC-68

Gross horsepower kW (hp) 55 (74) 55 (74) 68.6 (92) 68.6 (92)

Gross torque Nm 362 362 408 408

Rated operating capacity 35% kg 1021 1179 1361 1452

Rated operating capacity 50% kg 1458 1812 1957 2074

Tipping load kg 2915 3624 3913 4148

Loader lift force kg 5884 2634 2634 2634

Bucket breakout force kg 2585 3260 3260 3260

Auxiliary hydraulic flow lpm 87 87 87 87

High flow lpm 135 135 135 135

Single speed / two speed kph 7.7 / 12.6 7.7 / 12.6 7.7 / 12.6 7.7 / 12.6
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ROUGH TERRAIN FORKLIFTS

JCB rough terrain forklifts (RTFLs) are a 
reliable, versatile and easy-to-use solution, 
perfect for rehandling on any terrain. With 
innovative transmissions and a choice of 
spec, this trio of machines provides high 
mobility and superb productivity.

Unearthed: key fact 
JCB’s RTFL transmission allows fast directional 
changes, great performance and superb traction for 
ultimate productivity no matter what the surface.
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926 930 940
Lift capacity kg 2600 3000 4000

Gross power hp (kW) 75 (55) 75 (55) 75 (55)

Transmision type Synchromesh Synchromesh Synchromesh

Hydraulic flow l/min 55 55 55

Turning radius m 4.38 4.38 4.45

Operating weight kg 5910 6340 7500

Fuel tank l 88 88 88

Mast options

3.6m duplex mast ✓ ✓ ✓

4.5m triplex mast ✓ ✓ ✓

5.5m triplex mast ✓ ✓ ✓

6.7m triplex mast ✗ ✗ ✓
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ROUGH TERRAIN FORKLIFTS



TELETRUKS

The JCB Teletruk does everything 
a conventional forklift does, 
only better. Uniquely, our 
machines use a telescopic boom 
instead of a vertical mast, which 
means you can load lorries from 
one side. It also means you can 
enjoy unrestricted forwards 
visibility, reduced overheads  
and improved site safety.

Construction range30

Unearthed: key fact 
The Teletruk offers 4WD as an option so it can 
operate on gradients and poor surfaces where 
ordinary forklifts can’t go.



fastracsTELETRUKS

TLT30G TLT30D 4X4 TLT30D High Lift TLT35D 4x4 TLT35D
Maximum lift capacity kg 3000 3000 3000 3500 3500

Capacity @ 2m forwards reach kg  1750 2000 1950 2400 2100

Maximum lift height  4000 4000 5150 4350 4400

Maximum forwards reach mm  2390 2390 3320 2450 2430

Fuel type  LPG Diesel Diesel Diesel Diesel

Turning radius mm  2490 2995 2885 3500 2885

Unladen weight kg  4960 5100 5380 5500 5100

Overall height (std / low) mm  2205 / 2105 2300 / 2200 2205 / 2105 2300 / 2200 2205 / 2105

Overall width mm  1280 1400 1280 1400 1280

Ground clearance at lowest point mm  130 165 125 175 125

Shovel rated capacity m³  0.6 0.6 0.6 0.6 0.6

TLT25D TLT25G TLT25D Heavy Lift TLT25G Heavy Lift TLT30D
Maximum lift capacity kg 2500 2500 2500 2500 3000

Capacity @ 2m forwards reach kg 1275 1275 1400 1400 1750

Maximum lift height 4000 4000 4000 4000 4000

Maximum forwards reach mm 2390 2390 2390 2390 2390

Fuel type Diesel LPG Diesel LPG Diesel

Turning radius mm 2440 2440 2440 2440 2490

Unladen weight kg 4220 4280 4340 4400 4900

Overall height (std / low) mm 2190 / 2090 2190 / 2090 2190 / 2090 2190 / 2090 2205 / 2105

Overall width mm 1175 1175 1175 1175 1280

Ground clearance at lowest point mm 115 115 115 115 130

Shovel rated capacity m³ 0.6 0.6 0.6 0.6 0.6
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compaction

JCB compaction machinery covers every  
base, whatever the application. Combining 
Vibromax’s soil compaction heritage and 
expertise with JCB’s innovation, our models 
are manufactured to world-class standards 
for unrivalled quality and reliability.

Unearthed: key fact 
The unique single-piece exciter shaft in our 
vibratory tandem rollers is extremely durable 
for maximum uptime.
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COMPACTION

VM46D VM75D VM115D/HD VM117D VM137D VM132D VM146D VM166D VM200D
Engine Cummins Tier 3 JCB Tier 3 JCB Tier 3 JCB Tier 4i JCB Tier 4i JCB Tier 3 JCB Tier 3 Cummins Tier 3 Cummins Tier 3

Performance kW (hp) 45 (60) 63 (84) 97 (130) 93 (125) 93 (125) 108 (145) 120 (161) 129 (173) 129 (173)

Operating weight kg 4600 7300 11300 / 12150 11000 12200 13000 14500 16400 19700

Working width mm 1400 1750 2100 2100 2100 2100 2100 2100 2100

Frequency range Hz (VPM) 32 (1920) 29 (1740) / 36 (2160) 31 (1860) / 36 (2160) 33 (1980) / 36 (2160) 31 (1860) / 36 (2160) 29 (1740 ) / 36 (2160) 29 (1740) / 35 (2100) 29 (1740) / 35 (2100) 29 (1740) / 35 (2100)

Amplitude mm 1.8 2 / .08 1.95 / 0.9 1.83 / 0.75 1.98 / 0.9 2 / 0.8 1.8 / 0.8 1.8 / 0.8 2.0 / 0.75

Centrifugal force kN  high 101.6 138 261 256 282 282 297 301 370 

Centrifugal force kN  low – 84 163 125 173 174 192 195 205 

VMT160 VMT260 VMT380/430 VMT860
Engine Kubota Kubota Kohler JCB Tier 3

Performance kW (hp) 17 (23.5) 23.5 (31.5) 33.6 (45.7) 63 (85)

Operating weight kg 1840 / 1980 2670 / 2940 3750 / 4300 9250

Working width mm 800 / 1000 1000 / 1200 1300 / 1400 1675

Frequency range Hz (VPM) 50 (3000) / 66 (3960) 50 (3000) / 66 (3960)
50 (3000) / 59 (3540) 

/ 66 (3960)
33 (1980) / 50 (3000)

Amplitude mm 0.5 0.5 0.44 1.1 / 0.23

Centrifugal force kN  low 18 45 59 71

Centrifugal force kN  high 9.2 26 34 / 48 37

VMD70 VMD100 VM1500
Engine Hatz Hatz Kubota

Performance kW (hp) 6.6 / 9.0 6.6 / 9.0 16.8 (22.8)

Operating weight kg 740 920 1500 / 1590

Working width mm 650 750 630 / 850

Frequency range Hz (VPM) 60 (3600) 60 (3600) 31 (1860)

Amplitude mm 0.38 0.32 2.4

Centrifugal force kN  low 26.3 32.5 84

Centrifugal force kN  high N/A N/A –
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All VM models are available as PD (padfoot version).
Additonal weight for “PD” up to 400kg.



The JCB Light Equipment range  
is one of the most extensive 
around. We’ve got everything 
from powerpacks to handheld 
breakers, pumps, vibratory 
rammers, compaction plates  
and the clever Dumpster. Each 
machine benefits from JCB’s 
usual unrivalled quality, 
innovation and reliability.

Light equipment and dumpster
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Unearthed: key fact 
Our innovative Dumpster is over 20 times more 
effective than a traditional wheelbarrow.
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Light equipment and dumpster

Powerpacks Micro Compact Beaver Beaver 
(Diesel)

Beaver  
(Electric Start) Trojan (20L) Trojan (30L) Multiflow

Engine Honda GX160 Honda GX160 Honda GX240 Lombardini I5LD Lombardini I5LD Honda GX390 Honda GX390 Briggs and Stratton Vanguard

Fuel Petrol Petrol Petrol Diesel Diesel Petrol Petrol Petrol

Power  kW (hp) 4.1 (5.5) 4.1 (5.5) 6 (8) 5 (6.8) 5 (6.8) 9.7 (13) 9.7 (13) 13.4 (18)

Hydraulic flow  l/min 0-20 0-20 0-20 0-20 0-20 0-20 0-30 0-20, 30,40

Weight kg 45.5 57.5 66 83 92 93 93 102

Hose length m 5 7 7 7 7 7 7 7

Hand held Breakers D-Pick T-Pick HM22 HM25 HM25 LV HM29
Weight kg 15 15 21 26 27 29

Hydraulic flow l/min 15-22 15-22 15-22 18-22 18-22 18-22

Vibration (BS8622-5) m/s² 7.5 7.5 3.4 4 1.6 5

Sound power level dB Lwa 106 106 106 108 108 108

Pumps TRASH PUMPS Submersible Pumps
Model 20ltr 30ltr 20ltr 30ltr

Weight kg 32 32 8.2 8.5

Hydraulic flow  l/min 0-20 0-30 0-22 0-32

Discharge port mm BSP Male 100 100 50 50

Maximum discharge l/min 2160 2640 700 820
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Light equipment and dumpster

VMR60 VMR75
Engine Honda GX100 Robin EH 12-2

Performance DIN 6271 kW (hp) 2.5 / 3.4 2.6 / 3.5

Operating weight (CECE) kg 60 73

Working width mm 280 280

Blows/minute 739 660

Tamping force kN 14,0 16,0

FP1030 FP1540 FP1550
Engine Honda GX100 Honda GX160 Honda GX160

Performance DIN 6271 kW (hp) 2.1 / 2.8 3.6 / 4.8 3.6 / 4.8

Operating weight (CECE) kg 62 91 100

Working width mm 300 400 500

Frequency Hz 100 100 100

Centrifugal force kN 10 15 15

VMP8 VMP14 VMP18 VMP24
Engine Honda GX120 Hatz 1 B20 / Lombardini 15LD 22 Hatz 1 B20 / Lombardini 15LD 225 Hatz 1 B20 / Lombardini 15LD 350S

Performance DIN 6271 kW (hp) 2.9 / 3.9 Hatz - 3.1 / 4.2   Lombardini - 3.1 / 4.2 Hatz - 3.1 / 4.2   Lombardini - 3.1 / 4.2 Hatz - 4.5 / 6.2   Lombardini - 3.6 / 4.9

Operating weight (CECE) kg 80 135 177 235

Working width mm 325 425 450 500 std, 600 max

Frequency Hz 100 80 75 75

Centrifugal force kN 16 25 30 38

Starter Recoil Recoil Recoil Recoil

MISC Earth Drill Disc Cutter Diamond Core Drill Reversible Drill Rotary Impact Drill Impact Wrench
Weight kg 15 10 8 2.7 3.9 5.6

Hydraulic flow l/min 15-25 18-21 15-25 15-30 19-33 15-45
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Light equipment and dumpster

FP1030 FP1540 FP1550
Engine Honda GX100 Honda GX160 Honda GX160

Performance DIN 6271 kW (hp) 2.1 / 2.8 3.6 / 4.8 3.6 / 4.8

Operating weight (CECE) kg 62 91 100

Working width mm 300 400 500

Frequency Hz 100 100 100

Centrifugal force kN 10 15 15

SD580
Engine/fuel Honda GX160/Petrol

Power kW (hp) 2.9 / 3.9

Drum width mm 580

Drum diameter mm 400

Operating weight kg 185

Centrifugal force kN 10

Overall width mm 696

Frequency Hz 76

DUMPSTER HTD5
Machine weight kg 475 

Max. carrying capacity kg 500

Max. power kW (hp) 4.4 (5.9)

Speed range kph 0 – 4

Max. rpm 3000

Manual pull start Std

Electric start Opt



Our power generation range is 
typically comprehensive, with over 
170 models to cover every possible 
requirement. There’s everything 
from portable petrol generators 
to full container-sized power 
solutions, as well as lighting 
towers, all setting new standards 
of performance and reliability.

generators and lighting towers
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Unearthed: key fact 
All our generators – from the G17 – have a digital 
control panel as standard so you can program 
them to your requirements.
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generators and lighting towers

Generators G20RX - G200RX G8X - G46X G8QX - G46QX G65X - G141X G65QX - G141QX G144X - G220X G144QX - G220QX
Type – open, canopy, container, rental Rental spec Open set Canopy set Open set Canopy set Open set Open set

Engine make Yanmar, JCB, Iveco Yanmar Yanmar JCB JCB Iveco Iveco

Weight (empty fuel tank) kg 902 - 2425 456 - 1067 288 - 703 1825 - 2005 1078 - 1272 1884 - 2974 1884 - 2974

Prime power (PRP) at 50Hz 400v kVA 20 - 200 8.3 - 41.4 8.3 - 41.4 58.7 - 125 58.7 - 125 130 - 200 130 - 200

Standby power (ESP) at 50Hz 400v kVA 22 -220 8.9 - 46 8.9 - 46 63 - 138.2 63 - 138.2 143 - 220 143 - 220

Prime power (PRP) at 60Hz 380v kVA 25 - 227 9.8 - 50 9.8 - 50 70 - 131.3 70 - 131.3 145 - 227 145 - 227

Standby power (ESP) at 60Hz 380v kVA 28 - 250 10.5 - 55 10.5 - 55 75 - 142.5 75 - 142.5 159 - 250 159 - 250

Length mm 2150 - 3360 1475 - 2100 1450 - 1850 2750 - 2810 2150 - 2450 2900 - 3300 2900 - 3300

Width mm 1025 - 1250 975 - 1104 620 - 1286 1100 - 1150 780 - 1160 900 - 1200 900 - 1200

Height mm 1328 - 1997 750 - 1349 620 - 1500 1760 - 1793 1492 - 1590 1600 - 1958 1600 - 1958

Generators G730X - G2700X G730QX - G2700QX
Type - open, canopy, container, rental Open Set Container

Engine make Mitsubishi, MTU Mitsubishi, MTU

Weight (empty fuel tank) kg 5798 - 16500 6040 - 25714

Prime power (PRP) at 50Hz 400v kVA 670 - 2200 670 - 2200

Standby power (ESP) at 50Hz 400v kVA 738 - 2360 738 - 2360

Prime power (PRP) at 60Hz 380v kVA 867 - 2070 867 - 2070

Standby power (ESP) at 60Hz 380v kVA 913 - 2275 913 - 2275

Length mm 4100 - 7450 3700 - 12192

Width mm 1725 - 2896 1690 - 2896

Height mm 2080 - 2839 2.872 - 2896

LIGHTING TOWERS LT9 LTM9
Light power W 4x1000 4x1000

Engine make/model Yanmar Yanmar

Fuel tank capacity ltrs 100 114

Prime power (PRP) at 50Hz 230v kVA 6.4 5.1

Length mm 2330 2760

Width mm 2450 2780

Height mm 9000 9070

Weight (empty fuel tank) kg 911 834



ATTACHments

Construction range40

From buckets, shovels, hydraulic powerpacks 
and tools, to specialised products for a 
huge range of applications like sorting and 
demolition, our genuine JCB attachments can 
be perfectly matched to any machine. They’re 
backed by our worldwide service team too.

Unearthed: key fact 
A JCB quickhitch makes attachment-changing 
on any machine easier, faster and safer for 
ultimate productivity.
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Selector Grabs SG140 SG325 SG400 SG530 SG620
Volume l 140 325 400 530 620

Volume m³ 0.14 0.325 0.4 0.53 0.62

Machine operating weight 5-9 10-15 14-18 16-22 20-28

Mass of grab kg 425 870 1015 1305 1550

Max operating pressure grab bar 320 320 320 350 350

Oil flow grab l/min 50 80 80 100 100

Max operation pressure rotation motor bar 120 140 140 140 170

Oil flow rotation motor l/min 20 40 40 40 40

Dimension A 1350 1750 1830 2000 2190

Dimension B 650 800 850 1000 1100

Dimension C 975 1380 1420 1528 1463

hammermasters HM100 (HM100Q) HM115 HM140 (HM140Q) HM166 HM266  HM386 HM496
Weight kg 103 (115) 110 120 (136) 120 200 312 419

Tool diameter mm 45 45 50 50 65 80 95

Carrier weight  t 1-1.8 1-3.5 1-3.5 1.9-4.5 2.8-6 4.5-9 6-12

Impact energy (published) J 170 200 225 306 516 859 1058

hammermasters HM870 HM1270 HM1570 HM1770 HM2470 HM3070
Weight kg 850 1250 1600 1700 2200 3000

Tool diameter mm 100 115 135 140 150 165

Carrier weight  t 12-18 14-22 16-34 19-34 24-40 32-50

Impact energy (published) J  1781 2404 2781 4022 5400 7425

DM Bucket GP Bucket Breaker Selector Grab Shovel Rockwheel Multi Processor Sweeper Collector

Micro-Midi • • • • •
Skid Steer Loader • • •
BHL • • • • • • •
Loadall • •
JS Excavator • • • • • •

attachments



JCB LiveLink is an innovative software 
system that lets you monitor and 
manage your machines remotely – 
online, by email or by mobile phone.
LiveLink gives you access to a whole 
host of useful data, including machine 
alerts, and event history information.
All your machine information is 
handled at a secure data centre  
for your peace of mind.

Maintenance benefits
JCB LiveLink makes it easy to manage 
machine maintenance. Accurate hours 
monitoring and service alerts improve 
maintenance planning, and real-time location 
data helps you manage your fleet. You’ll also 
have access to critical machine alerts and 
maintenance history records.

Security benefits
Keep your machine operating safely with JCB 
LiveLink. Real-time geofencing alerts tell you 
when machines move out of predetermined 
operating zones, and real-time curfew alerts 
inform you if machines are being used when 
they’re not supposed to be. Real time location 
information helps you store your machines in 
the safest places.

Productivity and  
cost benefits
Machine location information can 
improve fleet efficiency and you 
may even enjoy reduced 
insurance costs courtesy of the 
added security that LiveLink brings.

LIVELINK, work smarter

Note: LiveLink features are model dependent, check machine specifications.
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Value added

1 	 Our Technical Support Service provides instant 

access to factory expertise, day or night, while our 

Finance and Insurance teams are always on hand to 

provide fast, flexible, competitive quotes.

2 	 JCB Assetcare offers comprehensive extended 

warranties and service agreements, as well as 

service-only or repair and maintenance contracts. 

Irrespective of what you opt for, our Maintenance 

teams around the world charge competitive labour 

rates, and offer non-obligation quotations as well as 

fast, efficient insurance repair work. 

3 	 The global network of JCB Parts Centres is 

another model of efficiency; with 15 regional bases, 

we can deliver around 95% of all parts anywhere in 

the world within 24 hours. Our genuine JCB parts 

are designed to work in perfect harmony with your 

machine for optimum performance and productivity.

3

JCB’s worldwide customer support is first class. 
Whatever you need and wherever you are, we’ll be 
available quickly and efficiently to help make sure 
your machinery is performing to its full potential.

Manufacturing Facilities 
Dealers
Parts Distribution Centres

21
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